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SYSTEMS AND METHODS FOR ANNOTATING OBJECTS WHEN THE 
ANNOTATION DEVICE DIFFERS FROM THE VIEWING DEVICE 

BACKGROUND OF THE INVENTION 

1. Field of Invention 

5 This invention relates to generating annotations and associating those 

annotations with objects. 

2. Description of Related Art 

In both the paper and digital worlds, many forms of annotation are possible. 
For example, an annotator can mark-up paper with a red pen, highlight a passage in a 

10 textbook to mark progress, put a Post-It™ on a library book, create a web page 

critiquing someone else's web page, or even add digital editing marks to an electronic 
document. Examples of other aimotation systems are the NotePals system, X Libris, 
Multivalent Documents (MVD), ComMentor and Microsoft® Word® annotations, 

SUMMARY OF THE INVENTION 

15 Most of the systems described above require that the annotation and the 

reading/reviewing occur on the same device. For example, a paper is read and the 
annotations, if any, are made directly on the paper. Alternatively, the "revision" 
format of many word processors allows the addition of "digital ink" or annotations to 
be made within the document as the document is being reviewed in the word 

20 processor. 

The following scenario illustrates how separating the annotation device from 
the reading device is valuable. For example, at the end of the day, you pick up your 
office mail and discover that you need to review a journal article. On the way out of 
the office, you stop by a scanner and scan in the article. Later that evening, for 

25 example, at home, you read the paper version of the article while resting comfortably 
on your sofa, rather than sitting in front of your desktop computer. Since you want to 
offer comments that you will be able to send to a committee tomorrow, and later find 
and possibly further annotate with ease, you launch the annotation systems and 
methods of this invention on, for example, a hand-held annotation device. 

30 To locate a pointer to the article, you perform a search of the group's 

networked document repository for the paper's scanned version from the hand-held 
annotation device. Upon searching for and finding the article, an identifier identifying 
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the article is transferred to and recorded in the annotation device. Note that in an 
alternative scenario, you might choose to perform the search while still at the office 
on, for example, a desktop computer. In this case, the object identifier would be 
transferred to the annotation device when the device is connected to the network and 
5 "synchronized." The annotation device allows, for example, for the addition of a 
"comment" field to be associated with the paper allowing, for example, textual 
comments to be made, and a field to assign the paper a rating, another form of 
annotation. You then read the hard copy of the paper and enter any desired 
annotations on the annotation device. 

10 The annotations are stored in the annotation device and associated with the 

paper shortly, e.g., in the time it takes for a network transfer to occur, after the 
annotations are made, or, alternatively, for example, associated with the paper the next 
day at the office when a "synchronization" of the annotations stored in the annotation 
device and the original version of the scanned document occurs. 

1 5 The next day at the office, you can retrieve the scanned article on your desktop 

computer, glance over the annotations made the previous night, which have now been 
attached to or otherwise associated with the article, edit the comments if desired and 
forward the article and comments, for example, to a colleague. 

In this scenario, the reviewer reads the article on paper, but creates the 

20 annotations on, for example, a hand-held device. Paper is a wonderfiil medium for 
reading due to its high resolution, portable nature and tangibility. In addition, most 
authors intend for their articles to be read on the familiar 8.5 x 11 format, and make 
graphical decisions based on this assumption. Hand-held annotation devices work 
well for annotating because of their connectivity and portable nature. Furthermore, 

25 the display size of a typical hand-held device affords the writing and reading of short 
pieces of text, which is much more characteristic of annotations than of article-length 
writings. In effect, the annotation device serves as a small, remote user interface that 
supplements the affordances of physical paper. Thus, annotations can be made while 
viewing the original document on a device separate fi-om the annotation device, and 

30 stored for subsequent sharing, retrieving and editing. 

The systems and methods of this invention allow annotations to be performed 
on an annotation device that differs fi*om the viewing device. 
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This invention separately provides systems and methods for attaching 
annotations to an object. 

This invention separately provides systems and methods for attaching 
annotations to a specific portion of an object. 
5 The invention additionally provides systems and methods that attach 

annotations to a specific portion of an object based on a phrase completion technique. 

This invention additionally provides systems and methods that attach 
annotations to a specific portion of an object based on a selection of a graphical icon 
that is a visual surrogate of the object. 
10 This invention additionally provides systems and methods that allow a user to 

append notes or comments to one or more objects. 

This invention additionally provides systems and methods for locating an 
object to which annotations will be attached. 

The annotation systems and methods of this invention allow a user to associate 
1 5 annotations with one or more portions of an object that is viewed on a device that is 
different firom the annotation device. For example, the viewing device may be as 
simple as paper. An object identifier is returned as the result of the user's search for 
the object via its characteristics. For example, the user can search a network for an 
identifier representing a particular device or object. In particuiaTj the identifier could 
20 be one or more of, for example, a street address, an Internet Protocol (IP) address, or 
any other identifier, or handle, which uniquely and consistently identifies one or more 
devices or objects. This object identifier is either forwarded to the annotation device 
at synchronization time or directly transferred and stored in the device, depending on 
where the search took place. On the annotation device, the user can associate 
25 annotations with the object identifier. Upon completion of the annotations, the 

systems and methods of this invention synchronize the annotations with the object 
based on the object identifier. 

The annotation systems and methods of this invention also allow a user to 
associate annotations with one or more portions of an object using a combination of 
30 graphical and textual techniques. Specifically, an object identifier is returned that 
identifies one or more objects. This object identifier and a digital representation of 
that object, its digital surrogate, is then copied and forwarded to the annotation device. 
On the annotation device, the user can use graphical and textual techniques on this 
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surrogate to specify the particular location at which annotations are to be associated. 
Upon finding the correct location, annotations are entered and associated with the 
object identifier and the location information. Upon completion of the annotations, 
the systenas and methods of this invention synchronize the annotations with the object 
5 based on the object identifier. 

These and other features and advantages of this invention are described in or 
are apparent from the following detailed description of the preferred embodiments. 
BRIEF DESCRIPTION OF THE DRAWINGS 
The preferred embodiments of the invention will be described in detail, with 
10 reference to the following Figures, wherein: 

Fig. 1 is a functional block diagram showing a first exemplary embodiment of 
an annotation system according to this invention; 

Fig, 2 shows an exemplary search user interface in accordance with the 
systems and methods of this invention; 
15 Fig. 3 illustrates an exemplary search results user interface in accordance with 

the systems and methods of this invention; 

Fig. 4 illustrates a first exemplary screen shot of an exemplary annotation 
device in accordance with the systems and methods of this invention; 

Fig, 5 illustrates a second exemplary screen shot of an exemplary annotation 
20 device in accordance with the systems and methods of this invention; 

Fig. 6 illustrates a third exemplary screen shot of an exemplary annotation 
device in accordance with the systems and methods of this invention; 

Fig. 7 illustrates a fourth exemplary screen shot of an exemplary annotation 
device in accordance with the systems and methods of this invention; 
25 Fig, 8 illustrates a fifth exemplary screen shot of an exemplary annotation 

device in accordance with the systems and methods of this invention; 

Figs. 9A-9B are a flowchart outlining one exemplary embodiment of the 
method for associating annotations with an object according to this invention; 

Fig, 10 is a flowchart outlining in greater detail the annotate object step of 
30 Fig. 9B.; 

Fig. 1 1 is a flowchart outlining in greater detail the annotate object step of 
Fig. 9B; and 
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Fig. 12 is a flowchart outlining an exemplary embodiment of the 
synchronization of the annotations with an object according to this invention. 
DETAILED DESCRIPTION OF PREFERRED EMBODIMENTS 
The systems and methods of this invention allow annotations for an object to 
5 be generated remotely from the object and associated with the object via an identifier 
that is returned as the result of a user search. Specifically, the systems and methods of 
this invention allow a user to search for an object by its characteristics, create 
annotations for the object, and associate those aimotations with the obtained object 
identifier, which is in turn associated with the object. For example, the user can make 

10 these aimotations on a small, hand-held amiotation device such as the Palm® personal 
digital assistant, the Hewlett Packed® Jornada™ or the Compaq® Aero™. Then, 
upon completion of the annotations, the annotations stored in the annotation device 
are associated with the object through a synchronization process. 

Specifically, the user can search for an object, such as a document or a piece of 

15 equipment. The search returns an object identifier that corresponds to the object, and, 
optionally, a digital representation, or surrogate of the object. At synchronization 
time, the annotation device receives the appropriate search result. However, if the 
user performed the search directly from the annotation device, this first 
synchronization step is not necessary. Upon obtaining the object identifier, the user 

20 can then enter annotations into the annotation device. These annotations are 

associated with the object identifier and stored in the annotation device. Then, when 
the user re-synchronizes the annotation device with the object, the annotation(s) stored 
on the annotation device are transferred to and associated with the object. 

Fig. 1 illustrates one embodiment of the components of an annotation 

25 device 100 and some exemplary objects to which annotations can be attached in 
accordance with the systems and methods of this invention. The annotation 
device 100 comprises a memory 1 10, a controller 120, an I/O interface 130, an 
annotation/link database 140, an annotation hnking circuit 150, a synchronize 
circuit 160, a region determination circuit 170, a text location circuit 180 and a search 

30 circuit 190 intercoimected by bus 50, The aimotation device 100 is connected to an 
input device 10, a display device 20 and a synchronization link 25. Additionally, the 
amiotation device 100, via synchronization link 25, obtains identifiers and associates 
annotations with one or more of the following exemplary objects: a media type 
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object 210, an electronic document stored on a document storage database 300, a 
device type object 400, a location-type object 500, and an object stored on a personal 
computer or workstation 600. 

Additionally, the annotation device 100 is capable of being attached to, via 
5 synchronization link 25, one or more distributed networks 320 and 330, 

interconnected by link 75, which in turn may be connected to one or more search 
engines 335, document storage databases 300, and annotation databases 310. 

Furthermore, the links 50 and 75 can be wired or wireless links or any other 
known or later developed element(s) that is capable of supplying electronic data to 

1 0 and from the connected elements. 

In operation, a user determines that annotations are to be associated with one 
or more objects. In cooperation with the search circuit 190, the user locates the 
object(s) to be annotated by specifying the characteristics of the object(s). For 
example, the user can enter keywords, such as a title, to locate a particular document, 

15 a device and location, such as the color printer in room 1 1 A on the fourth floor, to 

locate an object, a street address, to locate a building, an Internet Protocol (IP) address 
or path to a location on a distributed network to locate a file, or the like. Additionally, 
a user can enter search criteria on an Internet search engine to locate an object and its 
associated object identifier. In general, any known or later developed technique to 

20 search for an object can be used with the systems and methods of this invention. 
Furthermore, as previously discussed, this search can occur on any device that is 
capable of locating an object and retrieving and/or generating an identifier associated 
with the object. 

Next, in cooperation with the synchronize circuit 160, the annotation 
25 device 100 receives the object identifier(s) for the object(s) to be amiotated. For 
example, if the object to be annotated is a document stored electronically on a 
distributed network, the user uses the search circuit 190, or comparable search tool 
interface, to locate the object. Then, the annotation device 100, via the 
synchronization link 25, can be connected to a node of the distributed network. Then, 
30 the object identifier which identifies the electronic document to be annotated, which 

was identified by the search, is transferred and stored within the annotation device 100 
in the annotation/link database 140. The user, via input device 10 and display 
device 20, then enters the annotation(s) to be associated with object. These 



annotations are stored in the annotation/link database 140 until the annotation device 
is again "synchronized" with the object. During the synchronization step, the 
annotations made on the annotation device 100 are transferred to, and associated with, 
the object. 

The previous paragraph describes the case where a user employs a search 
interface on the desktop computer to find an object identifier, in which case the 
annotation device receives the identifier via synchronization. However, this example 
describes the case where a user employs a search interface directly on the hand-held 
device and thus does not need to do synchronization to get the object identifier. For 
example, if the object to be annotated is an electronic document stored on a 
distributed network, a user, via input device 10, enters one or more search criteria into 
the aimotation device 100. The search criteria can be as simple as a word or phrase, 
such as a document name, to highly compUcated search strategies that may include 
Boolean operations. The search circuit 190, having received the search terms from the 
user input device 10, via link 50, is then ready to commence a search for the object to 
be annotated. The search circuit 190, cooperating with the controller 120 and the 
memory 110, queries all or a subset of the available objects to which annotations can 
be made via the synchronization link 25. For example, if the object to be annotated is 
an electronic document stored in the document storage database 300, the annotation 
device 100, via the synchronization links 25 would query the documents within the 
document storage database 300 to retrieve a list of available documents that 
correspond to the search criteria. 

Alternatively, an object identifier associated with a particular object can be 
forwarded directly to the annotation device 100. For example, if the object to be 
annotated is a location-type object 500 or a device type object 400 an object identifier 
may already be known for that particular object type. Thus the object identifier 
corresponding to the object to be annotated can be directly entered into the annotation 
device 100 and at the direction of the synchronize circuit 160 stored in the 
annotation/link database 140. 

It should be appreciated, that at least for both the location-type object 500 and 
the device type object 400 a plurality of annotatable objects can be included in these 
objects. Accordingly, it should be appreciated that both the searching for an 
annotatable object and the direct link to an annotatable object methods can be 
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perfonned and combined in any fashion depending on the particular environment 
and/or objects to be annotated. 

The synchronize circuit 160, in cooperation with the memory 110, the 
controller 120 and the annotation/link database 140 then creates a surrogate of the 
5 object. The surrogate may be an identifier, a copy of the object, or some other digital 
representation of the object. In particular, the digital representation may be a compact 
encoding of just the facets of the object that are important for annotation. Two 
alternatives include a textual index of an object, recording the kejwords of an object 
and their positions in the object, usually used for a document, and a graphical 

10 thumbnail that is a visual representation of the object. Additionally, the thumbnail 
can be simply an icon that is the same for all documents. Altematively, the type of 
surrogate created for the object may be determined interactively by the user. The 
surrogate and the object identifier are then forwarded to the annotation device, via 
synchronization link 25 and I/O interface 130 and stored in the annotation/link 

15 database 140, 

Additionally, the annotation device 100, upon synchronizing and receiving an 
object identifier from one or more objects, can also indicate to the user, via, for 
example, display device 20, whether any annotations are currently associated with the 
object. If annotations are associated with the object, the annotation device 100, via, 

20 for example, display device 20, can query the user whether these annotations should 
also be downloaded to the annotation device 100. If the user desires to view the 
previous annotations, or a portion thereof, currently associated with an object, the 
aimotation device 100, with the cooperation of the memory 110, the controller 120, 
the I/O interface 130 and the synchronization link 25, downloads the annotation to the 

25 annotation device 100. At this point, the annotation device 100 has all the 

information necessary to allow the user to associate one or more annotations with the 
object, or with one or more annotations already associated with the object, that has an 
object identifier stored in the annotation device 100. 

Additionally, if annotations were downloaded as part of the sjoichronize 

30 function, the aimotation device 100 can query the user, which, if any, of those 
annotations are to be viewed. A user can then select, via, for example, input 
device 10, which previous annotation is to be viewed and displayed on display 
device 20. 



The user is not limited to associating annotations with an object generically. 
To the contrary, a user can attach one or more annotations to any portion of an object. 
For example, if numerous annotations are already associated with an object, and these 
annotations are downloaded to the annotation device 100, a user can then append 
annotations to the downloaded, existing annotations. In this instance, the object 
identifier contains the necessary information to identify the object, as well as the 
particular annotation akeady associated with that object. In general, an annotation can 
be associated with any object, or any portion of an object, provided a handle, or 
unique identifier, is available for that portion. 

As will be discussed hereinafter, a user has two options for attaching 
annotations to an object. The first option is to globally attach an annotation to an 
object. In this instance, the annotation is associated with the object identifier. The 
second option is to specify through a combination of textual and graphical techniques 
a more specific location for the annotation with respect to the object. For example, in 
a textual document, a user can attach one or more annotations to a word, phrase, or a 
portion of text within that document. In this instance, the annotation is associated 
with the object identifier, as well as a handle, or identifier, corresponding to the 
portion of text selected to be annotated. Additionally, a user can attach one or more 
annotations to a region of a device, document or location and have the annotation 
associated with that region, for example, the fiiser assembly in a photocopier. 

Thus, while the methods of attaching annotations to objects, or portions of 
objects, will be described in relation to specific embodiments, it is to be appreciated 
that any combination of techniques can be used on any type of object provided the 
necessary object identifier and, if appropriate, handle information is available to attach 
the one or more annotations to the one or more particular object locations. 

For example, if the object to be annotated is a media type object 210, such as a 
newspaper, article, school paper, book, letter, or the Uke, a user can associate 
annotations with the object generally, or to particular portion of the object. To 
generally associate an annotation with the object, an object identifier is created, if not 
already in existence, that identifies the object and a corresponding portion of the 
annotation database 310 that stores the annotations made to the object. For example, a 
user could scan in the media type object 210 via scanner 200. The digital version of 
the object could then be transferred to the aimotation device 100 via, for example, a 
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personal computer, the synchronization Unk 25 and in cooperation with the 
synchronize circuit 160. While it is possible that the entire scanned image is 
transferred to the annotation device, a more compact representation is typically 
generated on the annotation server, for example on the network, and then transferred 
to the annotation device. The annotation device 100 then creates a digital surrogate of 
the object and stores this digital surrogate and the object identifier in the 
annotation/link database 140, Thus, for this illustrative example, the object identifier 
identifies the object as well as the portion of annotation database 310 that stores the 
annotations associated with the object. This digital surrogate might include both a 
textual index for the document, where the text is first obtained by performing optical 
character recognition on the document, and also a graphical icon that represents a 
page in the document, which may or may not have details that are specific to the 
document. 

With the digital surrogate of the object, and the object identifier, annotations 
can be associated with the object. In particular, a user can associate specific 
annotations with particular portions of text efficiently. For example, using the text 
location circuit 180, and a combination of the input device 10 and the display 
device 20, a user enters a word or phrase into the annotation device 100. The text 
location circuit 180 searches for the text corresponding to that entered by the user and 
displays any found text on display device 20. Additionally, the text location 
circuit 180 can perform a phrase completion technique to aid the user in locating a 
particular word or phrase in the media type object 210. This is an usefiil for a user 
creating annotations on a hand-held device for which text entry may be slow and 
tedious. Once the specific portion of text is located for which the user wants to attach 
an annotation, the text location circuit 180, in cooperation with the annotation linking 
circuit 150, determines a handle, or unique identifier, associated with the particular 
located text portion. The user, via input device 10, and in cooperation with the 
memory 110, the controller 120, an the I/O interface 130 tiien enters one or more 
annotations to associate with that particular text portion. These annotations are then 
stored in the annotation/link database 140. 

Given that annotation devices may have hmited memory and computational 
power and that the network link for synchronization may have low bandwidth, instead 
of associating an annotation with a particular word or phrase within the media type 
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object, the user can indicate areas on the graphical icon that is a visual surrogate of the 
object. Because of the famiUarity of a document icon and a user's ability to 
understand that the upper-left portion of the icon corresponds to the upper-left portion 
of the document page currently being read, the user can indicate an area for annotation 
5 simply by indicating the appropriate region on the icon. This may be performed by 
pointing with, for example, the mouse cursor at a location, or drawing a box, or other 
shaped region, as might be done with a digital drawing tool. 

As with the phrase completion method, the annotation linking circuit 150 
determines an appropriate handle for the particular region chosen and stores this 

10 handle, in combination with the object identifier and any entered annotation in the 
annotation/link database 140. Finally, the user can combine the techniques of 
indicating a region in an icon with phrase completion for an even more efficient 
method of specifying where an annotation should be attached. For example, the user 
could indicate that the annotation belongs to a particular region of a page and then use 

15 phrase completion to further specify the annotation location. 

Alternatively, assume the object is a device type object 400. For example, a 
device type object could be any electronic system(s) such as a photocopier, a printer, a 
manufacturing or an industrial machine, HVAC equipment, a computer, a disk and 
disk drive, a telephone, a washing machine, or any other device or object to which it 

20 would be helpfiil to attach annotations. For example, it may be beneficial to attach 

service records to a photocopier so that each service technician can be provided with a 
history of the photocopier each time service is performed. Thus, to initiate annotation 
of a device type object 400, the annotation device 100 is synchronized with the device 
type object 400. Even though this device is clearly in the physical world and not in 

25 the digital world, it may have a commonly agreed upon digital identifier, and so be a 
candidate for annotation. The technician could search for this device by specifying 
characteristics like its location and its device type. Thus, for example, when a service 
technician comes to repair a machine, the service technician would perform a search 
to locate an object identifier for that machine, and synchronize the annotation 

30 device 100 with that object identifier. For example, as previously discussed, the 
synchronization link can be a wired or a wireless link or any other known or later 
developed element(s) that is capable of connecting the annotation device to a 
computer that provides a search facility for locating the object to be annotated. 
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As with the other annotatable objects, an object identifier is transferred from 
the device type object 400 to the annotation device 100 during synchronization at the 
direction of the synchronize circuit 160. Thereby, the synchronize circuit 160 obtains 
an object identifier corresponding to the object to be annotated. This object identifier 
5 is then stored in the annotation/link database 140. Additionally, if annotations are 
already associated with the device type object 400, the user, via input device 10, can 
select one or more of these annotations to be downloaded to the annotation 
device 100. The annotations can then be reviewed, and further annotated, if desired, 
A user then can add annotations to the object. For example, as discussed in relation to 

1 0 the media type obj ect 2 1 0, a user can select a portion of the device type obj ect 400 
with which to associate an annotation. This can be accomphshed by, for example, 
having a standard icon for a photocopier that allows the user to indicate regions of the 
photocopier for annotation. A less compact but more detailed graphical surrogate 
could be obtained by adding a camera (not shown) to the annotation device 100, This 

15 camera can capture an image of the device type object 400 to be annotated and can 
create a graphical thumbnail which is displayed on the display device 20. Therefore, 
in conjunction with the region determination circuit 170, a user can select a particular 
region or regions of the device type object 400 with which to associate one or more 
annotations. The annotation linking circuit 150 then associates the selected region 

20 with a particular unique identifier that is stored in the annotation/hnk database 140 
along with the annotation(s). 

For example, this thumbnail image can be displayed on the display device 20. 
A user would then select a portion of the thumbnail. This portion would have a 
handle, or identifier, that would identify that particular portion of the object. Again, 

25 the user's task of indicating where the annotation should be attached can be facilitated 
by combining graphical and textual techniques for determining where the annotation 
should be attached. For example, photocopiers typically have textual labels on the 
machine that indicate parts. Users could point to a region on the standard photocopier 
icon and then begin to enter the name of the desired part. Because the search space 

30 has been constrained by indicating the relevant region, the convergence on the 
relevant facet of the object for annotation happens more quickly. 

Alternatively, assume the object is a location type object 500, For example, a 
location type object could be a museum, a building, a historic landmark, a painting in 
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a museum, a conference room, a theater, a hallway, a person, an animal, a car or any 
other object to which it would be helpful to attach annotations. For example, it may 
be beneficial to attach comments on a particular piece of art on a museum. 
Alternatively, at preview time for an auction, it would be helpful to attach comments 
5 on objects that may be bid on during the auction itself. Furthermore, it may be 
beneficial to attach immunization records to a dog so that a veterinarian can be 
provided with a medical history of the animal which can be updated as necessary. 
Thus, to initiate annotation of a location type object 500, the user searches for the 
particular object, obtains thereby the common identifier for that object, and then the 

10 annotation device 100 is sjmchronized. 

As with the other annotatable objects, an object identifier is transferred fi-om 
the device type object 400 to the annotation device 100 during synchronization at the 
direction of the synchronize circuit 160. Thereby, the synchronize circuit 160 obtains 
an object identifier corresponding to the object to be annotated. This object identifier 

15 is then stored in the annotation/link database 140. Additionally, if annotations are 
already associated with the device type object 400, the user, via input device 10, can 
select one or more of these annotations to be downloaded to the annotation 
device 100. 

The annotations can then be reviewed, and further annotated, if desired. A 
20 user then can add annotations to the object. For example, as discussed in relation to a 
media type object 210, a user can select a portion of the location type object 500 with 
which to associate an annotation. Again, an efficient combination of icon pointing 
and phrase completion can be used. Alternatively, if a more detailed graphical 
surrogate is desired, a picture of the object can be used as a graphical surrogate. This 
25 can be accompHshed by, for example, adding a camera (not shown) to the annotation 
device 100. This camera can capture an image of the device type object 400 to be 
annotated . As a result, a graphical thumbnail displayed on the display device 20. 
Therefore, and in conjunction with the region determination circuit 170, a user can 
select a particular region or regions of the location type object 500 with which to 
30 associate one or more annotations. Furthermore, the user can then additionally 
specify the region with text. For example, the user may indicate that a particular 
hallway in a building is to be annotated, for example, the "icon" for a hallway may use 
conventional design elements from architectural floorplans, and then use text entry to 
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begin entering a room number. Phrase completion could take into account the context 
specified graphically and the user would quickly converge on the desired location for 
annotation. The annotation linking circuit 150 then associates the region with a 
particular unique identifier that is stored in the annotation/link database 140 along 
5 with the annotation(s). 

Alternatively, assume the object is a digital document stored on a computer 
600, For example, the object could be any digital document such as a word processed 
document, a presentation, a scanned document, a web page, a spreadsheet, or any 
other electronic version of an object to which it would be helpful to attach 

10 annotations. For example, it may be beneficial to attach comments on a particular 
draft document before a presentation. Again, the user searches for the electronic 
document by its characteristics, thus obtaining a digital identifier for the object. In this 
case, the object itself could be fetched. Once again, the identifier plus an optional 
digital surrogate, which could in this case be a copy of the document itself, is 

15 downloaded onto the annotation device via the synchronization circuit. 

As with the other annotatable objects, an object identifier is transferred fi*om 
the computer 600 to the annotation device 100 during synchronization at the direction 
of the synchronized circuit 160. Thereby, the synchronize circuit 160 obtains an 
object identifier corresponding to the object to be annotated. This object identifier is 

20 then stored in the annotation/link database 140. Additionally, if annotations are 

already associated with the device type object 400, the user, via input device 10, can 
select one or more of these annotations to be downloaded to the annotation 
device 100. The annotations can then be reviewed, and further annotated, if desired. 
A user then can add annotations to the object. For example, as discussed in relation to 

25 the media type object 210, a user can select a portion of the electronic document with 
which to associate an annotation. This can be accompUshed by, for example, dividing 
the digital document into portions, e.g., upper left, lower right, upper half, or the like. 
Therefore, and in conjunction with the region determination circuit 170, a user can 
select a particular region or regions of the electronic document with which to annotate 

30 one or more annotations. The annotation linking circuit 150 then associates the region 
with a particular unique identifier that is stored in the annotation/link database 140 
along with the annotation(s). 
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For example, this thumbnail image can be displayed on the display device 20. 
A user would then select a portion of the thumbnail. This portion would have a 
handle, or identifier, that would identify that particular portion of the object. For 
example, the thumbnail could be a portion of one or more pages of a document. Thus, 
5 by selecting a region of the thumbnail corresponding to a particular portion, 

annotations can be associated with that portion. Again, the thumbnail need not be 
specific to the document. 

Upon completion of any annotations, the annotations need to be associated 
with the object. Thus, upon completion of the annotations, the synchronize circuit 

10 160, via the bus 50 and synchronization link 25, forwards the annotations stored in the 
annotation device 100 to the annotation database 310. Additionally, along with the 
annotations are forwarded any specific identifiers, or handles, that may specify 
additional or specific location information about the one or more annotations. 
For example, if the object is a digital document type object, the annotation database 

15 310 could be distributed at different nodes of a distributed network. Thus, a database 
(not shown) would store the document, for example, at memory location on a 
distributed network or personal computer, and the annotation database 310 would 
store the one or more annotations associated with the object. In general, the 
annotation database 310 allows annotations to be stored remotely from the object 

20 itself 

Therefore, as previously discussed, the annotations are associated with the 
object and can be later retrieved for viewing or further annotations. For example, as 
imderstood by one of ordinary skill in the computer arts, a flag can be added or 
otherwise attached to the original document indicating annotations are present. 

25 Fig. 2 illustrates an exemplary graphical user interface 700 that can be used in 

cooperation with the search circuit 190. In particular, the search interface 700 
comprises a key word portion 710, a direct identification portion 720, a search time 
Hmit portion 730, one or more local search services 740, one or more Internet search 
services 750, a search button 760, a get button 770 and a browse button 780. For 

30 example, to commence a search, a user enters one or more key words into the key 
word portion 710. Upon entering the one or more key words, the user presses the 
search button 760 to retrieve objects corresponding to the key word. Alternatively, 
the user can specify directly the object identifier in the direct identification portion 
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720. For example, a user can enter a URL or a Global Position Satellite (GPS) 
coordinate corresponding to the object. Then, by pressing the get button 770, the user 
indicates that this identifier should be forwarded to the annotation device. 
Alternatively, the user can locate a document by browsing the files that are located on 
5 the device displaying the search interface, using the browse button 780. Once such a 
document, or any object, is located in this fashion, the identifier can be forwarded to 
the annotation device. 

Additionally, the search interface 700 may contain portions limiting the 
duration, extent, or other factors pertaining to the search itself For example, the 

1 0 search interface 700 can have a search time limit portion 730 that could restrict the 
amount of time spent searching for the object to be annotated. Additionally, the 
search interface 700 can have one or more local search services 740 and Internet 
search services 750 that allow, for example with a click of a mouse, boundary 
conditions to be placed on the one or more searched for key words. 

15 Fig. 3 illustrates an exemplary search result user interface 800. The search 

result user interface 800 comprises one or more results 810 corresponding to the 
searched for object. Additionally, the search result user interface 800 comprises one 
or more selectable portions 820 indicating that object is selected for annotation. Once 
an object is selected for annotation, the object identifier associated with that object is 

20 transferred to the annotation device 100 as previously described. 

Additionally, the search result user interface 800 can have a group annotation 
portion 830. This group annotation portion 830 allows one user to perform a search, 
and the results of that search can be selected to indicate that a particular group of 
individuals should receive the object identifier for subsequent annotation. For 

25 example, during a setup procedure, a certain user group is defined comprising a 

number of users. Therefore, by selecting the group annotation portion of the search 
result user interface 800, the selected results are automatically transferred to the 
remaining members of the user group upon synchronization of their individual 
annotation devices. 

30 Fig. 4 illustrates an exemplary user interface that may be seen on an annotation 

device 900, such as a hand-held annotation device, as opposed to the interface on, for 
example, the desktop computer of Fig. 2. The annotation device 900 includes one or 
more selectable portions including a find button 910, a text entry portion 920 and a 
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synchronize button 930. Upon locating the one or more objects to annotate, the user 
can then select the synchronize button 930 to transfer the object identifier 
corresponding to the found object(s) to the annotation device. The text entry portion 
920 allows entry of data, such as annotations, into the annotation device. 
5 Additionally, the find button 910 allows for a search of the object(s) already 
transferred to the annotation device. 

Fig. 5 illustrates an exemplary objects page that can be displayed on the 
annotation device 900. In particular, and as previously discussed, the objects page 
includes one or more objects 810 for which object identifiers have been transferred to 

10 the annotation device. A user can then select, for example with a stylus, one or more 
of the objects 810 to annotate. Upon selecting one or more objects 810, the user 
selects the annotate button 940. Alternatively, a user can select a view button 950, for 
example, to view the surrogate of the object directly, for example, the ASCII version 
in the case of a document, or select the details button 960, which, for example, could 

15 provide details about the object, such as whether annotations already exist, or other 
information that may be appropriate. 

Upon selection of an object 810 to annotate, the axmotation device, as 
previously discussed, enters an annotation mode that allows the user to select, either 
via a region selection or a phrase completion portions of an object to be annotated. 

20 However, it is to be understood that if a user wishes to generally associate annotations 
with an object, the region determination and phrase completion routine may not be 
needed. 

Fig. 6 illustrates an exemplary user interface that may be displayed after 
selection of an object to annotate and transfer of the object identifier to the annotation 

25 device. The user interface can comprise options for selecting regions of a object to 
annotate as well as a phrase-completion option. In particular, a predefined region of 
an object may be defined such as the "top of document" region 970. Alternatively, a 
thumbnail 980 may be displayed that corresponds to a visual representation of an 
object. The user can then point to positions within the thumbnail 980 and associate 

30 one or more annotations with that particular portion. Furthermore, the user can select 
an "enter the phrase" portion 990 to implement the phrase completion routine as 
previously discussed. Then, upon selecting a region with which to associate an 
annotation, a user enters, via the text entry portion 920, the annotations that are to be 
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associated with that particular region. Upon completion of the annotations, the user 
presses the done button 1000 to associate the annotations with that particular region. 
Alternatively, the user can press the cancel button 1010 to stop the annotation process. 

Fig, 7 illustrates an exemplary user interface that may be displayed if a user 
selects the "enter a phrase" portion 990. In particular, upon entry of one or more 
words, the phrase completion process is run and results of the process displayed in the 
phrase completion user interface 992. Then, upon the user selecting a resulting phrase 
corresponding to the one or more entered words, annotations can be associated with 
that phrase. 

In particular, Fig. 8 illustrates an exemplary user interface that may be 
displayed upon selection of a particular phrase 994 with which to associate 
annotations. For example, the phrase 994 can be displayed at the top of the user 
interface. Additionally, a comments portions 996 can appear in the user interface 
displaying the annotations entered in the text entry portion 920. Then, upon 
completion of the annotations, the user selects the done button 1000 to associate the 
annotation with the selected phrase. 

Fig. 9 A illustrates an exemplary flowchart of the method for annotating an 
object in accordance with the methods of this invention. Specifically, control begins 
in step SI 00 and continues to step SI 10. In step SI 10, a search is performed for the 
object to annotate. Next, in step S120, a determination is made whether the object to 
annotate has been located. If the object to be annotated has not been located, control 
jumps back to step SI 10. Otherwise, control continues to step S130. In step S130, 
the object identifier associated with the object is retrieved. Next, in step S160, a 
determination is made whether supplemental information associated with the object 
should be retrieved. If the supplemental information is to be retrieved, control 
continues to step SI 50 where the supplemental information is uploaded to the 
annotation device. Note that if the search has been performed on the annotation 
device, this step is optional. Otherwise, control jumps to step S160. 

In step SI 60, if the search step is not performed on the annotation device, the 
object identifier is forwarded to the annotation device. Control then continues to step 
S170. 

In step SI 70, the object identifier is received at the annotation device. Next, in 
step SI 80, a surrogate of the object is created. Then, in step SI 90, a determination is 
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made whether annotations are associated with the object. If annotations are not 
associated with the object, control jumps to step S220. Otherwise, control continues 
to step S200. 

In step S200, a determination is made whether to download the annotations 
associated with the object to the annotation device. If the previous annotations are to 
be downloaded, control continues to step S210 where the annotations are downloaded 
to the annotation device. Control then continues to step S220. 

In step S220, the synchronization of the annotation device and the object ends. 
Next, in step S230, a determination is made whether to review any annotations that 
may be associated with the object. If the previous annotations are to be reviewed, 
control continues to step S240 where the previous annotations are selected and 
viewed. Otherwise, control continues to step S250. However, it is to be appreciated 
that the flowchart could be varied depending on a particular usage scenario. For 
example, a user could first decide whether to review annotations and then, only if the 
answer is yes, determine if there are annotations associated with the object, and if so, 
download them. 

In step S250, a determination is made whether to annotate the object. If the 
object is to be annotated, control continues to step S260 where the object is annotated. 
Otherwise, control jumps step S270, 

In step S270, the annotations are associated with the object identifier. Control 
then continues to step S 280 where the control sequence ends. 

Fig. 10 illustrates in greater detail one exemplary method for annotating an 
object based on the phrase completion technique. In particular, control begins in step 
SI 000 and continues to step SIOIO. In step S 1010 a text portion is received from a 
user. Next, in step SI 020, the received text portion is searched for in the siurogate of 
the object. Then, in step S1030, a determination is made whether the searched for and 
detected text portion corresponds to the desired location for attaching an annotation. 
If the detected portion does correspond to the desired annotation location control 
continues to step SI 040. Otherwise, control returns to step SI 010. 

In step SI 040, an identifier associated with the portion location is established. 
Control then continues to step SI 050 where the control sequence returns to step S270. 

Fig. 1 1 illustrates in greater detail the annotation of an object based on 
selection of an area. In particular, control begins in step S2000 and continues to step 
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S2010. In step S2010, an area of the object, for example, in a thumbnail 
representation, is selected for annotation. Next, in step S2020, a determination is 
made whether the selected portion corresponds to the desired annotation location. If 
the selected portion does correspond to the desired annotation location, control 
5 continues to step S2030. Otherwise, control returns to step S2010. 

In step S2030, an identifier associated with the selected portion location is 
established. Control then continues step S2040 where control retums to step S270. 

Fig. 12 illustrates an exemplary method for synchronizing annotations with an 
object. In particular, control begins step S3000 and continues to step S3010. In step 
10 S3 010, the synchronization is initiahzed. Next, in step S3 020, the annotations stored 
on the annotation device are associated with the object. Then, in step S3030, the 
synchronization ends. Control then continues to step S3040 where the control 
sequence ends. 

As shown in Fig. 1, the annotation system is preferably implemented either on 
1 5 a single program general purpose computer or separate program general pvirpose 
computer. However, the annotation system can also be implemented on a special 
purpose computer, a programmed microprocessor or microcontroller and peripheral 
integrated circuit element, an ASIC, or other integrated circuit, a digital signal 
processor, a hard wired electronic or logic circuit such as a discrete element circuit, a 
20 programmable logic device such as a PLD, PLA, FPGA, PAL, or the like. In general, 
any device capable of implementing a finite state machine that is, in turn capable of 
implementing a flowchart shown in Figs. 9A-12, can be used to implement the 
annotation system. 

Furthermore, the disclosed method may be readily implemented in software 
25 using object or object-oriented software development environments that provide 

portable source code that can be used on a variety of computer, workstation and/or 
personal digital assistant hardware devices. Alternatively, the disclosed amotation 
system may be implemented partially or fiiUy in a hardware using standard logic 
circuits or a VLSI design. Whether software or hardware is used to implement the 
30 systems in accordance with this invention is dependent on the speed and/or efficiency 
requirements of the system, the particular fimction, and the particular software or 
hardware systems or microprocessor or microcomputer systems being utilized. The 
annotation systems and methods described above, however, can be readily 
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implemented in hardware or software using any known or later-developed systems or 
structures, devices and/or software by those skilled in the applicable art without undue 
experimentation from the functional description provided herein together with a 
general knowledge of the computer arts. 
5 Moreover, the disclosed methods may be readily implemented as software 

executed on a programmed general purpose computer, a special pixrpose computer, a 
microprocessor, or the like. In this case, the methods and systems of this invention 
can be implemented as a routine embedded on a personal computer such as Java® or 
CGI script, as a resource residing on a server or graphics workstation, as a routine 

10 embedded in a annotation system, personal digital assistant interface, or the like. The 
annotation system can also be implemented by physically incorporating the system 
and method into a software and/or hardware system, such as the hardware and 
software systems of a graphics workstation or dedicated annotation control system. 
It is, therefore, apparent that there has been provided, in accordance with the 

15 present invention, systems and methods for searching distributed networks. While 
this invention has described the conjunction preferred embodiments thereof, it is 
evident that many altematives, modifications, and variations are only apparent to 
those skilled in the art. Accordingly, Apphcants intend to embrace all such 
altematives, modifications and variations that follow in the spirit and scope of this 

20 invention. 
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WHAT IS CLAIMED IS : 

1 . An annotation system that associates annotations with at least one 
object, the annotation system comprising: 

a search circuit that locates the at least one object to be annotated; and 
5 an annotation device, the annotation device comprising: 

an input device that receives at least one annotation; 
an aimotation linking circuit that establishes a link associating 
the at least one annotation with at least one portion of the object; 

a database that stores an object identifier, the at least one 
10 axmotation and the link; and 

a synchronize circuit that associates the at least one annotation 
and the link with the object identifier, wherein the object identifier corresponds to the 
at least one object, and a viewing medium of the at least one object is distinct fi-om the 
annotation device. 

15 2. The system of claim 1 , wherein the annotation linking circuit 

establishes the link to the at least one portion based on at least one of a graphical 
technique and a textual technique, 

3. The system of claim 2, wherein the graphical technique associates the 
at least one annotation with at least one portion of the at least one object based on 

20 selection of at least one portion of a graphical icon that is a visual surrogate of the at 
least one object. 

4. The system of claim 2, wherein the textual technique comprises 
associating the at least one annotation and at least one of a word, phrase or a portion 
of text. 

25 5. The system of claim 4, wherein the textual technique is based on a 

phrase completion technique. 

6. The system of claim 1, wherein the search circuit is located in at least 
one of the annotation device, a personal computer and a networked search engine. 

7. The system of claim 1, wherein the search circuit receives at least one 
30 of the object identifier and one or more key words corresponding to the object to be 

annotated. 

8. The system of claim 1, further comprising an annotation database that 
stores the at least one annotation and the object identifier for the at least one object. 
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9. The system of claim 8, wherein the annotation database is located on a 
distributed network. 

1 0. The system of claim 8, wherein the annotation database stores at least 
one annotation previously associated with the at least one object. 

1 1 . The system of claim 1 , wherein the at least one object is at least one of 
a media type object, a device type object, a location type object and a digital 
document. 

12. The system of claim 1, wherein the annotation device is a portable 

device. 

1 3 . The system of claim 1 , wherein the object identifier is collocated with 
the at least one object. 

14. A method for associating annotations with at least one object 



compnsmg: 



searching for the at least one object to annotate; 
obtaining an object identifier for the at least one object; 
associating at least one annotation with at least one portion of the 



object; 



associating the at least one annotation with the at least one object 
identifier, wherein a viewing medium of the at least one object is distinct from an 
annotation medium. 

15. The method of claim 14, wherein associating at least one annotation 
with at least one portion of the object is based on at least one of a graphical technique 
and a textual technique. 

1 6. The method of claim 15, wherein the graphical technique associates the 
at least one annotation with at least one portion of the at least one object based on 
selection of at least one portion of a graphical icon that is a visual surrogate of the at 
least one object. 

1 7. The method of claim 1 5, wherein the textual technique comprises 
associating the at least one annotation and at least one of a word, phrase or a portion 
of text. 

1 8. The method of claim 17, wherein the textual technique is based on a 
phrase completion technique. 
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19. The method of claim 14, further comprising associating the object 
identifier and the at least one object. 

20. The method of claim 14, further comprising retrieving supplemental 
information associated with the at least one object. 

5 21 . The method of claim 14, further comprising developing a digital 

surrogate of the at least one object. 

22. The method of claim 14, further comprising retrieving at least one 
previous annotation associated with the at least one object. 

23. The method of claim 22, further comprising annotating at least one of 
10 the at least one previous annotation. 

24. The method of claim 14, wherein searching for the at least one object 
comprises: 

entering at least one of a description of the object and the object 

identifier; and 

1 5 searching at least one of a networked search engine, a personal 

computer and a distributed network. 

25. The method of claim 14, wherein the at least one object is at least one 
of a media type object, a device type object, a location type object and a digital 
document. 

20 26. An information storage media for associating annotations with at least 

one object comprising: 

information that searches for the at least one object to annotate; 
information that obtains an object identifier for the at least one object; 
information that associates at least one annotation with at least one 
25 portion of the object; and 

information that associates at least one annotation with the at least one 
object identifier, wherein a viewing mediimi of the at least one object is distinct from 
an annotation medium. 

27. The information storage media of claim 26 wherein associating at least 
30 one annotation with at least one portion of the object is based on at least one of a 

graphical technique and a textual technique, 

28. The information storage media of claim 26, wherein the graphical 
technique associates the at least one annotation with at least one portion of the at least 
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one object based on selection of at least one portion of a graphical icon that is a visual 
surrogate of the at least one object. 

29. The information storage media of claim 26, wherein the textual 
technique comprises associating the at least one annotation and at least one of a word, 

5 phrase or a portion of text. 

30. The information storage media of claim 29, wherein the textual 
technique is based on a phrase completion technique. 

3 1 . The information storage media of claim 26, further comprising 
information that associates the object identifier and the at least one object. 

10 32. The information storage media of claim 26, further comprising 

information that retrieves supplemental information associated with the at least one 
object. 

33. The information storage media of claim 26, further comprising 
information that develops a digital surrogate of the at least one object. 
15 34. The information storage media of claim 26, further comprising 

information that retrieves at least one previous annotation associated with the at least 
one object. 

35. The information storage media of claim 34, further comprising 
information that annotates at least one of the at least one previous annotation. 
20 36. The information storage media of claim 26, wherein searching for the 

at least one object comprises: 

information that specifies at least one of a description of the object and 
the object identifier; and 

information that searches at least one of a networked search engine, a 
25 personal computer and a distributed network. 

37. The information storage media of claim 26, wherein the at least one 
object is at least one of a media type object, a device type object, a location type 
object and a digital document. 
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ABSTRACT OF THE DISCLOSURE 
Allowing annotations to occur remotely from the device in which they are 
viewed enables the optimal viewing device and optimal annotation device for 
generating annotations. Specifically, the annotation systems allow a user to associate 
5 annotations with one or more portions of an object. An object identifier is created to 
identify one or more objects. This object identifier is then forwarded to the annotation 
device. On the annotation device, the user can associate annotations with a portion of 
the object based on either a textual or a graphical technique. Upon completion of the 
annotations, the system synchronizes the annotations with the object based on the 
1 0 obj ect identifier and the selection portion. 
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APWCATIOIV FOR UNlTBD STATES PATENT 
DECLARATION AND MfWER OP ATTOftNEY 

As vbdow named inventor, 2 IwTi^dficlarttha^ 
nivcirtor (if plural invemora art «ginc^ 

^I^Sail^^O^ METHODS FOR ANNOTATING OBJECTS WHEN TOE AKNOTATIOH PEVICE DlFreKS 

yRQM THB VIEWING DEVICE , 



4m^^^^ and darmcd in the spedJicaiHaiu 

*^ gl 2ittftChed hereto. ^ « « v 

j> Q fi\tdisgt asAppHcariaoNo, and amended Oft {if a^pHcaible), 

1 hewby sate Aat J have reviewed and undcmand fte contents of ^ 6b6ve-identJfled spccificati<m, including tJie daiTiw, 
AS amenditd by any anaendrnefit Taftorvd to *bQve, 

lacloKwlodeetberfutytodificlfittXOTheOfBocaai^^ known to n«: to be nwteiiU » patentability i»di^^ 
Title 37, Code of FederaJ Rc^taciiins, §1.56, Under TOk 35, Code « 119, <he priority l>«fttit the ^olkswa^forcign 
ivppHcaHfvia) and/or Iteitcd Stftics p*ovi^<ma! appKcaiion(») filed by lae ormy legal rqmrscmatives or a^stgns wifinn one year 
prior to 1^ ifvpliea^on are hereby cUistted: 
NONE. 

-ntc followme applicatioiK-) foe p«em ^ Ynvento-s cerime«e or» thi* 
United St*te* of Arnerfca cither W TTwre ihan ODc yOT 
(orcisrt pHortty ;OTUc«ion(<) prtMAocal appUcalionCs): 

NONB. 

I to Ay appoint Ac fi^owinp w njy attonicys of 
appKcaskM and to transact fiO bucmaK intbepaient OfRce: 

Janus A. Olili; K^s- No^27^5 WilBattt P» PHTidfii^R^ No. 3«MKM; 

Kinc M. Badson. Rf& N-iwi7^ Ttonas JL rarfidl> R«fr No. 3Mtl5 

Marto A- C«tai»l»o, B^gjawx^ No. 53;565; CaroUue D, Deiwwoo, R<0«crat«Hi Niu 
and aelm Beck* Reg- No. 22;m. 

CCRllESMiNDENCE IN CONNECTION WITH THIS OUFF * 

BeRRniG^Fu::,p.aBax i992«, Ai.«3tANDRiA, Virginia zzszo^to^ephone f7W»3«w 

I hmOry toOare tot 1 have rtviewed and undcr^ 
ofrny ownknoJedgear^trueandt)^ an rtatcmmtsn^ 
stiaeSi«n« were n»dc wtm knowledge 

irnprisomnciit, or hotfi, under Section 100 1 of T^ilc 1 8 of the Unitfi*Sttte6 Code and th« auctl w\ll&l al« statements mey 
jeopardize the viaidity of the appHcation or any pawnt iasticd thcnwn. 

«/-ite«irMirJ^r«W»ftf»r MkJheHc Q,Wg ig BAI^PONADQ 

QiveoNajpi Middlelnjtia} ^PaniayNanie 

2 ««mVENTQR*fiS1(^ATUR£: 

3 "-DATE OF SIGNATURE: 



QiveoNme Middle Imtia! 



Residence: Palo Alto C^^aa^ 

City Suae or Province Cotamy 

Otizenchip: UmtcdStat« * — — ^ 

Post Ol&oe Address: 

(tttaartconvleU 700 Alerter Avctwc 



mailing address* 

inctudmg oowitry) PaloAho^>CA g4?03 USA 



•TW* tt>rwi »»y l» «WN«1 w»|y wii« to 

^^^N^St^ 1 wv««tor= Pfease s<8B «i*ctty iim H ^p*arft above and io»eit actual date of slenbi& 



IF THeRS: JS MOW THAN INVENTOR U«K PACT 1 ANP WLACE AN «X- B&R£ O 
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3 
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3 



Page 2 OF U.S J\, BECLARATION FORM 
{Discard thispa^e m sole wventor fippUcadon) 



Steve 



B. 



**lIWE3*iTCIR'$ SIGNATURE; 
««DAT1£ OF STGNATOR^s 



Citf3t«nship: 



Cupettmo 



Califorma 



Post Office Address: 
Onsen comp lete 
mttiKne address, 
includitts country) 

**INVENTOirS SIGNAWRB'- 



18671 PrinB Court 



Ccpcrtn30,CA 9S014 USA 
Folle 



Ovwn^fsfw "ji^" — ' 



12i 



Mamh 



Residence: 



CituEcnsfript 



PiaoAUo 



Ctly 



State Or Province 



United States 



f»o«t Office Addrew; 
(tn6<vi cotnplcie 
ndolhig address 
mcliMlin^ country) 

**IIWVS:NTO>l'S SIGNATURE; 
•*DATE OF SIGWATUftE: 



fateAlto> CA 94303 USA 



Given Name^ 



Middle biitial 



Mocith 



X>ay 



ResldencB: 



StM or Pnavmee 



Gcrtnany 



Pan Office Address: 
(ItiserS complete 
nratlin^ Address, 

inCludSlft country) 

**INVENTOR'S SIGNATURE: 
««|>ATE OF SIGNATURE: 



658 Igfr Avenue 



MenloP»Hc,CA 9402$ USA 



S. 



Given Kftme 



Kffiddlfg tniriy' 



MocKh 



E>sy 



Residence; 
Citizenship: 



Toronto 



OwtmiQ 



csty 



State or Pnyvwce 



Cvnada 



rofft Office Addim 
^Insert complete 
Tnailing address, 
including country) 
»»KDie to inventors: Plcwc ftiftit Hfme exactly as it 



707^000 Yoage Street 



Toronto. Oatwio MYN2KS Catiada 



COUSINS 



Fanxny NkitkC 



Yc 



Country 



ZELLWEGSR 
Fajm^KenOc 



USA. 



Country 



PAEPCKB 



Ye 



Countjy 



<W1ZDKA 



f anally NsHte 



Ycai 
CANADA 



Country 



labdbsenibe •ctuii d*»c otsiewnB^ ^ ih* 

BpeciSS?^^ dsimsj of the w^on to wltiA « pcrtatnf. 



£>ocfcotNQ.: 1 04323 

Am^CAiKm itmii?9nu» WATisPATBfrr 

As m be]ow iMnie4 invottor J hcvAiy' dwOm <^ 

My re8idencc»pc»t office sdc^rt»«tKidttraiih^ llhat 
I vai}y bt^crve X imil 4h« vigixul, ilm wl tote 
invettUr (if fiaiirsl ihventm 

SYSTEMS AND METHODS FOR ANNOTA OBBBCTS WHEN THE ANyKyTAlION PgVICE DIFFERS 
dtscril>ed snd ciAtra^ In the sptcificitkic: 

I hereby sbots that ! hAve reviewed imdenMnd the oonteou of the above^dentified spedficatioa, ^fudin^^ claiine, 
as •mtn^fid by Any orncndnicnt reftarrwd to above, 

I fttaoKiwM^ tihft dttfy to d^loK to the OI!k^ 

«gp|}ficslian(i) «nd/or UnltBd Stitc« pmvafpcat iitJir«tinn(») AM by fttftar iny kgalTcpnicali^ivoa a «Mifln« v^Mit tt^ yvm 
pdor tolh» fl]ipliG^on are bcr^by ^nsM^ 

The Y{>lk7wii^ app^jocd<tai(s} 

Uittted Swtoof Anicro wfacr C*>nKic» tow owe ycir ptiec te to a pplfntfton, or C>) befoce^tfatg Orte of tf»jrf ww < ManjiRt 

ibce^ priority «ppli<»tiott(8) tnd/br Usi^ 

NONE. 

I hcT^ spfMixttte fbHoerms ec my tftomeyt 9f leeori 
iqjphctfion andio ««n$aa ^ iNsmctt in the ?efe^ 

iaiM A. OU^ lUe. 27VD75; msttt P. B«r>1di^ 
KItk HodboB. |KqiE> No* 274C^ noM PttP^ 

Mflktt A. CMinmsOt RetftOMM 33,965( Cft^^ 

AI.IL CORRESPONDENCE W CCWNECTIW WlfK TftttS APPLICATKm SHOCLD SB S»NT TO dLIFT & 
BI»aUDGE.TlX!.P.O*ROX19mAUe3CAN0RI^ " 



of oom laiowMge ere true «wl tfattflll fllitera«ilB 
sUUuiJ t iili -WTO w»de with iiefcnowte^ihtt 

inytiaumneu t^ or toih, under Secticn 1001 of Tide t$ «f the UliMStttes Code end dirt cadi wllllblfiftl^ 
jeoirttttSglfaavriidiyofibeeppltotttotter 

AfPMvrStffarlNnMHeM' adjAette Q.Wiai ^ALDONAPO 



2 


*«INVENTOR*8 SK»7ATinBa^ 


Osvca^tate 




Ftani^Kanoe 


5 


^OATE OF SiGNATUXEt 









Month 

Residence: MoAte Qtiabnrifc . ; tJSA 

SWbeerJtowinoe Cwndry 



)Po«cOfBoeAddroit: 

(iTieertoontpkte 700 Akettr Av^iue 



iAtdu^ttfeountc^ PeloAlto^CA 94303 USA 




I waeOy ei It i^ipeari riM^ end IttMrt ACMd ^ 
IF THERE WIVKIRIt THAN OWE INVimORIiffi 



IHiee 2 OF DEO-ARATON K3«M 



Stewe 



)MAe Initial 



cousms 



••nwEKTOIfSSIGNATUltts 



Roidencc: 



City 



Couatry 



UmtadSoses 



Post Office A^dnsK 
inck^ng country) 



tWlPripg Court 



^uoertipovCA ^014 USA 
Polte 



QivtsNime 



FMfltlyNvne 



••INVENTOR'S SKSWaWRE: 
♦*I>AT» or SIGNATOKE: 



OStiuniAiip* 



PlloA3K> 



Ctfvftanmt 



CSV 



SbteorFrovinBe 



PcA Office Adoxtf: 
wtioHi^ address. 

♦*INVEfm»'S SKmATOWE: 

Citizendnp: 

^os Office Addrex; 

indudiBgcouiinry) 

♦•IKVENTOR'S Sraf ATinffi; 
**IftATS OP SlGKATIiNE: 



3240ltiHiltO*a_ 



y»toAk6.CA X303 USA 




Mdodi 



CANADA 



aey 



Catmuy 



To«oJS5r33S«K 



■■OrtMB KVNflaB Ci rt» 



A7WCAT10N iminmW MATES rATBKT 
DEOLARAIKW AND VOWER OT ATnMMCY 

As ft bekrw ^venior» I iKnby daclBe thflU 

My ]»^<kscci post office sd^M and citiifin^^ 
r vvriSy Ml«v« T «m tfav cmfbul, lh« ]B)d folc in^ 
inveator (if p^hovi ihvontm «E«iuined 

SYSTEMS AKD MgmODS FOR ANNQTATO^G CMECIS WHBM THE ANNOTATION OTVICE DIFFCTS 
raCM THE VIBWPWDHVICg 

described xnd ciilRi^ it) lite speciflCMlioni 
*&. US attached Hereto. 

b. a fflaJfl" apAflpSflilicBjNa jtf»d JmcnM^n ^{if^p^cabh^, 

I hcnAiy flbote lhat ( hsve fvviewod Hkl undBti^^ 
asamandadby aoyaanaendmcttf jufiwiwl tPibo^ 

Bl^catioiiCi) and/cn-lJiHtod StttM jxovu^^ 

pdor «o litts e})plk:i£ioft m hereby 
NOKE. 

United Stto «f AiTOca «fl«H:(m)inac»ft»o^ 
fbre^ pnoriiy ^^icadofi(ft) andA)r Um^ 
NONE. 

I bcn^ apixm* Ac fenowtng as wy «ton»y» of leecrt 
appKo^ian 10 irantact aU IwaiiMtt 



Jaroea A. Oam Bee. No. 27,075; WIHJUft P. BttiMg^ 

ALL COBRESP<M»fDENC« IN C<»WECTI 

BERRJDGE, FLC, f.O* BOX 1 W$» ALEXANORXA* VIRCaNlA 22320, TE«raK)NE (703) W6^40a 



of tr^ Wi taicwl«d»e ani teuc «d tbrt: an a««^^ 
statancTtiwsrc made wtth the Ic^^ 

jeopanSte ttie va&dtiy of ite wUcsdAor any pa^ 

4i^lM«rSc»(rliM«maMr Michdk: Q^Vaat ^AIJDWAPO 

OKvcnJteift SSSBSEibSSS PMrfftrNimc 

2 **INVEKIOR*S8K»?ATtJ»Es ' , 



^OATE OF StCNATUSEs y 



Acaidenacr 



<^ ' State ocflN^vinoe Oomrtry 



IHMC Office Addraaa: 

(Inteitooinpkte TOOAtawAvwug 

in^^^e^^ PaloATto,CA 94303 USA 



**No*a Iiwwaton tlwtta rtfB 




IF THERE »I»OilK THAN OI« INVENTOR USEF^^ 



2 



1 
5 



3 



Pate 2 OF A. DBCLARAHON FORM 
(piKBsnl this pace iA ft Mle iaveotor i^ptieatxm 



••iNvwrron's siwature: 



UnbedStasei 



Pcwt Office Addrea*: 
iriclttdtaigcousttty) 



18671 Prflug Court 



Ciqwtina, CA 95014 USA 



PioBc 



IvlKkffelRftwr 



^INVENTOR'S SIGNATURES 
**I>AtE 01? StCNArOKEs 



Residence: 
Otteunntiip; 



PtfloAlto 



PMOflSMAddneMC 
mcludin^ oountcy) 



Suftc or Pi wnice 



PeloAhOpCA 94303 USA 



Aii&eM 



««tNVENTaR*S mN ATU«£t 
**DATE OP $IGNATUnK: 



Momii 





Oemwoy 

{biMft coniplefee 
meflins tddreii^ 
'Oiclodiim country) 



&iAb or ftvviiioe 



MeoloPudgCA 94025 USA 



*nNVENTOItS SlGNATUilEs 
*«DATX OP SXGNATUSE: 



CMvetiHtKBt 



S. 



MooSi 



/5- 



Thw fbnn raw be cx«cirttd ■^^*'J?^Sl??SS2l£f 



COUSINS 
FsmflyName 



Ya 

iU,SJ^ 



CouDtiy 



BBini7y-K«me 



PAEPCKE 



Yd 



Country 



GWiZL3KA 



Ye«r 



CANADA 
lOoHsitry 



PoitOtllceMacw 



4 



